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MEASUREMENT

For measuring instruments, users are 
increasingly looking out for flexibility in 
operation. This trend must not 
necessarily lead to product solutions, 
peppered with many different features, 
fitting into the “all-in-one” category. 
Keyword ‘modularity’. A new precision 
digital pressure gauge from WIKA for 
test and calibration tasks, for example, 
can be fitted in a modular system.

The efficiency of a process depends 
critically upon its instrumentation. This 
controls and regulates the predefined 
safety and quality of processes. At the 
same time, these instruments must fulfil 
their demands in an economically 
efficient manner as well.

For economic reasons, global businesses 
with several production locations strive, 
so far as is possible, to standardise their 
process instrumentation and to reduce 
the variance in devices accordingly. On 
the other hand, there are companies 
that, with their choice of measuring 
instruments, focus exclusively on the 
requirements of the respective 
application. To save on costs, these 
products do not need to offer anything 
more than the exact performance 
required. Both interest groups are, 
however, agreed in the desire for simple 
and fast handling of the instruments in 
order to underpin safety and efficiency.

Against this background, WIKA has 
developed the model CPG1500 − a new 
precision digital pressure gauge for test 
and calibration tasks. Its standard 
version can be upgraded with a bundle 
of features, completely or with 
individual options, depending on the 
need.

The base model of the precision 
measuring instrument operates with a 
thin-film sensor with high measuring 
stability and an accuracy of 0.1 % of 
span. It can be commissioned and 
parameterised via an intuitive menu 
navigation system. All process 
connections are manufactured from 
stainless steel, while the case, with an 
ingress protection of IP65, is from 
nickel-plated, die-cast aluminium. The 
CPG1500 is thus also suitable for 
applications in harsh environments. In 
order to minimise routine interruptions 
in operating phases, the instrument 

Digital pressure gauge in 
a modular system

features an energy-saving function with 
a sleep mode. With this, the battery life 
increases to up to 2,500 hours.

The CPG1500 registers pressure ranges 
from 0 to 1,000 bar - the smallest of 
these covering the span from 0 … 100 
mbar. Furthermore, application-specific 
pressure ranges can also be realised. 
Information about the measured values 
can be obtained on site via a 5½-digit 
display with bar graph and also a min/
max function. “Min/max” can also be 
used for the detection of leakage: The 
alarm limits can be wrapped tightly 
around the “set pressure”. A 
measurement under the limit therefore 
signals a leak. In this way, for example, 
pipelines can be tested following 
construction and during later 
maintenance.

In numerous applications, over and 
above the on-site display, a detailed 
analysis of the measured values is 
required. For this case, the CPG1500 can 
be fitted with a data logger which can 
register and store up to 50 measured 
values per second. Due to its large 
memory capacity, the data can be 
accessed over a long period of time.

With the aid of the logger and WIKA-
Cal software, the fields of application 
for the digital pressure gauge can be 
further extended − for example, in the 
control of mobile tanks for transporting 
temperature-sensitive chemicals or 
compounds. The logger records an 

accurate picture of pressure peaks, 
which enables, in turn, conclusions on 
temperature changes.

The logger operations can be viewed 
live and immediately evaluated via the 
software, either as a sequence of 
numbers or as a bar graph. All the data 
is transmitted wirelessly via the WIKA-
Wireless function. This form of 
communication primarily facilitates the 
query and analysis of pressures from 
hard-to-access measuring points.

The durable construction of the 
CPG1500 also meets the requirements 
placed on instruments with different 
fields of application. A large proportion 
of critical applications includes a process 
hazard of explosion. For these demands, 
the user can react with an intrinsically 
safe version of the CPG1500 which is 
ATEX, IECEx and CSA certified.

Apart from the control of process 
pressure, the new precision measuring 
instrument is also suitable for the 
calibration of analogue pressure 
gauges, first and foremost in the field. 
The principle of modularity continues 
here. A complete service case (CPG-KIT) 
is available for this task. In addition to 
the CPG1500, it contains either a 
pneumatic or a hydraulic hand pump 
for the generation of test pressure.

Primarily, but not only, for calibration 
another option comes into 
consideration: one with the 
measurement accuracy doubled to a 
level of 0.05 % of span. For the 
CPG1500 itself, an annual recalibration 
is recommended. Here, users also have a 

The robust model CPG1500 precision digital 
pressure gauge fulfils the IP65 ingress 

protection class and is thus also able to be 
used under the most adverse of conditions. 
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Bei Messgeräten achten Anwender 
zunehmend auf Einsatzflexibilität. 
Dieser Trend muss nicht zwingend zu 
Produktlösungen der Kategorie „All in 
one“ führen, die mit den 
unterschiedlichsten Features gespickt 
sind. Stichwort Modularität. Ein neues 
Präzisions-Digitalmanometer von WIKA 
für Prüf- und Kalibrieraufgaben zum 
Beispiel lässt sich im Baukastensystem 
ausstatten.

Die Effizienz eines Prozesses hängt 
entscheidend von seiner 
Instrumentierung ab. Diese kontrolliert 
und regelt die vordefinierte Sicherheit 
und Qualität der Abläufe. Ihre 
Aufgaben muss sie zugleich in einem 
wirtschaftlichen Rahmen erfüllen.

Aus ökonomischen Gründen streben 
global aufgestellte Unternehmen mit 
mehreren Produktionsstandorten 
danach, ihre Prozessinstrumentierung 
soweit wie möglich zu standardisieren 
und die Gerätevarianz entsprechend 
abzubauen. Auf der anderen Seite 
stehen Firmen, die sich bei der Auswahl 
der Messgeräte ausschließlich auf die 
Anforderungen der jeweiligen 
Applikation konzentrieren. Um 
Kosten zu sparen, brauchen 
diese Produkte nicht mehr zu 
bieten als die exakt 
benötigten Leistungen. 
Einig sind sich beide 
Interessengruppen 
allerdings in dem Wunsch 
nach einfachem und 
raschem Handling der 
Geräte, um Sicherheit und 
Effizienz zu untermauern.

Vor diesem Hintergrund hat 
WIKA mit dem Typ CPG1500 
ein neues Präzisions-
Digitalmanometer für Prüf- und 
Kalibrieraufgaben entwickelt. Dessen 
Standardausführung lässt sich mit einem 
Bündel von Features aufrüsten, 

Digitalmanometer im Baukasten-System

komplett oder mit einzelnen Optionen, 
je nach Bedarf. 

Das Basismodell des 
Präzisionsmessgeräts arbeitet mit einem 

Dünnfilm-Sensor mit hoher 
Messstabilität und einer 

Genauigkeit von 0,1 % der 
Spanne. Es lässt sich über eine 
intuitive Menüführung in 
Betrieb nehmen und 
parametrieren. Sämtliche 
Prozessanschlüsse sind aus 
Edelstahl gefertigt, das 
Gehäuse mit Schutzart IP65 
besteht aus vernickeltem 
Alu-Druckguss. Das 

CPG1500 eignet sich damit 
auch für Einsätze in rauer 

Umgebung. Um 
routinemäßige 

Unterbrechungen der 
Arbeitsphasen zu minimieren, verfügt 
das Gerät über eine 
Energiesparfunktion mit Schlafmodus. 

Dadurch erhöht sich die Betriebsdauer 
der Batterie auf bis zu 2.500 Stunden.

Das CPG1500 erfasst Druckbereiche von 
0 bis 1.000 bar, der kleinste deckt die 
Spanne von 0 … 100 mbar ab. Darüber 
hinaus können auch 
applikationsspezifische Messbereiche 
verwirklicht werden. Informationen 
über die Messwerte lassen sich vor Ort 
über ein 5½-stelliges Display mit 
Bargraphanzeige sowie die Min/
Max-Funktion gewinnen. „Min/Max“ 
kann auch zur Detektion von Leckagen 
genutzt werden: Die Alarmgrenze wird 
dabei eng um den „Soll-Druck“ gelegt. 
Ein Messwert unter dem Limit 
signalisiert demzufolge ein Leck. Auf 
diese Weise werden zum Beispiel 
Pipelines nach dem Bau geprüft und 
später gewartet.

Bei zahlreichen Anwendungen ist über 
die Vor-Ort-Anzeige hinaus eine 
detaillierte Messwertanalyse 
erforderlich. In diesem Fall lässt sich das 
CPG1500 mit einem Datenlogger 
ausstatten, der bis zu 50 Messwerte pro 
Sekunde erfassen und speichern kann. 
Aufgrund einer großen Memory-
Kapazität können die Daten über einen 
langen Zeitraum abgerufen werden. 

Mit Hilfe des Loggers und der Software 
WIKA-Cal können die 
Einsatzmöglichkeiten des 
Digitalmanometers weiter ausgebaut 
werden, zum Beispiel zur Kontrolle 
mobiler Tanks für den Transport 
temperaturempfindlicher Chemikalien 
oder Gemische. Der Logger zeichnet ein 
genaues Bild über Druckspitzen, das 
wiederum Rückschlüsse auf 
Temperaturveränderungen zulässt. 

Die Loggervorgänge können über die 
Software entweder in Zahlenfolge oder 
als Bargraph live angezeigt und 
umgehend ausgewertet werden. 
Sämtliche Daten werden dabei über die 

choice: They can have the check 
confirmed with a factory certificate or 
with a DKD/DAkks certificate.

Conclusion:
A modular instrumentation follows the 
tendency for ever more streamlined 
processes. The flexibility of operation is 
just one aspect, albeit the most 

important. Modular instruments also 
result in a lower outlay in handling and 
administration: Irrespective of the task 
and equipment, software, drivers and 
operational functions remain the same. 
Moreover, with one instrument model 
with different features only one internal 
approval process, one customs duties 
process and one database that must be 

maintained within the EDP system is 
necessary.
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Das Präzisionsdigitalmano-
meter Typ CPG1500.




